STANDARD FRAME AND COVER, AS

. FINISH GRADE
PER DETALS WW—07 AND WW-08 W (NOT IN_ PAVEMENT)
FINISH GRADE Accicis e FRAME ADJUSTMENT
N PAVEM S e S BACKFILL, AS PER DETAILS
a ENT) \//\\Z/\\\// ot 30" et a ) S 9‘/_ WW—17 AND WW—18
NSTALL CROSS, STRAMIGHT PIECE AND 4&' Ly N
BEND. ALL JOINTS SHALL BE GLUED AV CLEAR OFENING e PRECAST CONCENTRIC
TOGETHER, INSTALLED 1° MINIMUM TO 2" 4 ; CONCRETE CONE SECTION, AS
MAXIMUM FROM INTERIOR NANHOLE WALL /' 3% PER DETAL WW-09
AND THE 45 BEND SHALL BE SECURED /. I INTERIOR COATING
TO THE BASE WITH A STAINLESS STEEL TS (SEE DETAL WW-01)
STRAP AND ANCHOR, (SEE DETAIL BELOW) et NN
PIPE SHALL BE SECURE TO WALL AT /X% N
&'—0° 0.C. INTERVALS WITH S5 STRAP /. ot
AND ACHOR [ g% by o RUBBER O-RING {TYP)
, 50" “{" :"
BED 1'—0" ABOVE FIPE = (SEE NOTE #4) =
o :
l,__". :f-
]| L
st l Y
AT 1 / 1 ._
BT
; FLEXIBLE "SEAL BOOT" B
. RESILIENT CONNECTOR, AS
PER DETAIL WW-10,
HEh

. ._-\_..‘.rﬂF*.
iR
7 ) SRR SRR
A P e D e
sheet £, 2 s o
I % by

GROUT AROUND BEND,
STRAP AND ANCHOR,
PRIOR TO COATING

EED MANHOLE AND PIPE WITH MINIMUM 8° THICK

6" CONCRETE SLAB (4000 TO
3/4" WASHED ROCK GRAVEL OR OTHER CRUSHED 4500 P.S.1.) WITH 012"
STONE ACCEPTABLE TO THE CITY OF ROUND ROCK 0.C. STEEL REINFORCEMENT

ROUGH FIT SUPPORT TO MANHOLE

BENCH, INSTALL DRVE—IN BOLTS IN " STANLESS
MANHOLE BENCH, REMOVE SUPPORT,  V/ L N
PROTECT BOLT THREADS AND COAT

INTERIOR OF MANHOLE. INSTALL

SUPPORT AFTER COATING HAS DRIED.

1 1/2° STAINLESS STEEL
E TUBING

X

HOLE IN STRAPS FOR 3/8° STAINLESS
STEEL BOLTS. SECURE BOLTS WITH
STAINLESS STEEL WASHERS AND NUTS

3-
RADIUS TO
CONFORM TO PIPE
HOLE FOR 1/2° DRIVE—IN STAINLESS STEEL BOLT.
SECURE SUPPORT TD BOLT WITH STAINLESS STEEL
WASHER AND NUT, TYPICAL EACH SIDE. 2" X 1/4" STAINLESS STEEL STRAP

NOTES:

SEE NOTES #2 THROUGH #10 ON DETAIL WW-01.

DROP SERVICES SHALL BE REQUIRED WHENEVER AN INFLUENT SEWER SERVICE IS LOCATED MORE THAN TWO FEET
{2'—0") ABOVE THE MAIN INVERT CHANNEL.

1

2

3. WHEN PN.C. PIPE IS USED IN SANITARY SEWER LINES, SOLVENT TYPE JOINT P.V.C. FITTINGS MAY BE UTIUZED IN THE
DROP ASSEMBLY ONLY.

4

A 5'—0" MANHOLE IS REQUIRED FOR 1 OR 2 DROP SERVICES. IF THERE ARE MORE THAN 2 DROP SERVICES, A
6'—0" DIAMETER MANHOLE IS REQUIRED.
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