
 

SPL No:  SPL-WW-103  

PRODUCT:  WASTEWATER SEAL BOOT CONNECTOR  

ISSUE DATE: 11/18/2019  

   

DEPARTMENT:  UTILITIES AND ENVIRONMENTAL SERVICES  

SERVICE:  WASTEWATER  

STANDARD DETAIL: WW-10 

SPECIFICATION:  -  

PRODUCT MANUFACTURER PRODUCT IDENTIFICATION NOTES 

 
WASTEWATER 
SEAL BOOT 
CONNECTOR 

    1,2,3 

PRESS-SEAL DIRECT DRIVE PSX 

    

 

REQUIREMENTS:    

PRODUCTS MUST MEET ALL REQUIREMENTS LISTED IN THE CITY OF ROUND ROCK UTILITY CRITERIA 
MANUAL, TECHNICAL SPECIFICATIONS AND STANDARD DETAILS. ALL PRODUCTS MUST BE SUITABLE FOR 
USE IN WASTEWATER APPLICATIONS.    

1) POWER SEAL INTERLOCKED INSIDE OF GASKET (ACID RESISTANT - STAINLESS STEEL TYPE 304). 
2) TAKE UP CLAMPS (ACID RESISTANT - STAINLESS STEEL TYPE 304). 
3) FLEXIBLE SEAL BOOT RESILIENT CONNECTOR IN ACCORDANCE WITH ASTM C923.   
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